
 

BMT Georgian Bar Self Centering Stapling Table 

Increase Production • Improve Accuracy • Reduce Operator Time 

 

 

Overview 

The Bassra Georgian Bar Stapling Table has been engineered to improve productivity, repeatability and 

accuracy when assembling Georgian bars for insulated glass units. Pneumatic positioning stops and twin linear-

rail staplers reduce manual measuring while delivering consistent results. 

Key Features 

• Nine pneumatically operated self centring positioning stops. 

• Spring-loaded locating aid on every stop. 

• No positioning calculations required, black arrow marks exact centre. 

• Twin linear-rail mounted pneumatic stapling guns. 

• Mechanical preset stapler height adjustment. 

• Integrated measuring scales on X and Y axes. 

• Heavy-duty aluminium and stainless-steel construction. 

• Fast, repeatable production. 
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Benefits 

• Increase production output. 

• Improve quality and repeatability. 

• Reduce operator fatigue. 

• Minimise measuring errors. 

• Quick setup between different bar sizes 

Technical Summary 

Size 2m L x 1.2m W 

Operation Compressed Air 

Positioning 9 Pneumatic Stops 

Staplers 2 Linear Rail Mounted 

Adjustment Mechanical Preset Height 

Application Georgian Bar Assembly 

Contact 

Bassra Machine Tools Ltd 

99 Spring Road 

Tysley 

Birmingham B11 3DJ 

T: +44 (0) 121 707 4343 

E: sales@bassra.com 

E: admin@bassra.com 

W: www.bassra.com 


